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Testo 410-1 - Vane anemometer with
built-in NTC air thermometer

Order code: 0206.05604101

Cena bez DPH 126,00 Eur
Price with VAT 152,46 Eur

Parameters

Quantitative unit ks

Pocket anemometer Testo 410-1 - measures air flow and air temperature quickly, easily and accurately. The integrated 1.5 inch vane
makes this economical air flow instrument ideal for fast air velocity measurement spot checks.

Integrated, small 1.5 inch vane



Hold, Min, Max, and Timed averaging
Bright backlit display for good viewing no matter the environment
Lens cover and leather belt case keep it protected

Temperature - NTC
Measuring range: -10 to +50 °C

Accuracy: ±0,5 °C

Resolution: 0,1°C

 
Velocity - Vane anemometer

Measuring range: 0,4  to 20 m/s

Accuracy: ±0,2 m/s + 2% of remaining measurement value 

Resolution: 0,1 m/s

 
General technical data

Battery type: 2 AAA micro batteries

Battery life: 100 h (approx., without display illumination)

Protection class: IP10

Dimensions: 133 × 46 × 25 mm (incl. protective cap)

Operating temperature: -10 to +50 °C

Storage temperature: -20 to +70 °C

Weight: 110 g (incl.. batteries and protective cap)


